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D A T A S H E E T
Three-Phase Hybrid AIO

AIO-H3-5.0 / 6.0 / 8.0 / 10.0 

BATTERY EXPANSION
EASY UPGRADE

A high-performance, high-efficiency all-in-
one system with 10.4kWh of storage capacity 
and up to 10kW rate of continuous charge/

discharge.

+

For more about the Fox range of storage solu -
tions, visit:

Fox storage solutions are available with advanced 
and intuitive app based remote control and 

monitoring functionality.

UNBALANCED LOADS SUPPORTED
EPS OPTION

ALL-IN-ONE ENERGY STORAGE
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Model AIO-H3-5.0 AIO-H3-6.0 AIO-H3-8.0 AIO-H3-10.0

Max. Input Power [W] 7500 9000 10400 13000

Max. Input Voltage  [V]

Start-up Input Voltage [V]

Rated Input Voltage [V]

14 / 14 14 / 14 26 / 14 26 / 14

MPPT Opera�ng Voltage Range [V]

Max. Input Current [A]

No. of Independent MPP Trackers

No. of Strings per MPP Tracker 1 / 1 1 / 1 2 / 1 2 / 1

Max. Short-circuit Current [A]

BBa�ery Type

Ba�ery Voltage [V]

Max. Charge/Discharge Current [A]

Communica�on Interface

Lithium Ba�ery (LFP)

180-234

26

CAN (Communicate with inverter), RS485  (Upgrade BMS)

15.2 18.2 24.2 24.2

5000 6000 8000 10000

5500 6600 8800 11000

7.2 8.7 11.6 14.5

8.8 10.6 14.1 17.6

50/60

7.2 8.7 11.6 14.5

Max. AC Input Power [VA]

Max. AC Input Current (per phase) [A]

Rated Output Power [W]

Max. Output Apparent Power [VA]

Rated Output Current (per phase) [A]

Max. Output Current [A]

Rated Grid Voltage [V]

Rated Grid Frequency [Hz]

Power Factor

THDi

10000 12000 16000 16000

Max. Output Apparent Power [VA]

Peak Output Apparent Power (60s) [VA]

Max. Current (per phase) [A]

Rated Output Voltage [V]

Rated Output Frequency [Hz]

Power Factor

THDv ( linear Load)

Switch �me [s]

5000 6000 8000 10000

8000 8000 12000 12000

Euro Efficiency

Max. Efficiency

Max. Ba�ery Charge Efficiency 

(PV to BAT) (@full load)"

Max. Ba�ery Discharge Efficiency 

(BAT to AC) (@full load)"

Demensions (WxHxD) [mm]

Weight [kg]

Installa�on

Topology

Cooling Method

Noise Emission [dB]

Max. Opera�ng Al�tude [m]

Opera�ng Temperature Range [°C ]

Humidity ( No Condensa�on )

Protec�on Degree 

Standby consump�on[W]

Monitoring Module

Communica�on 

Display

Safety

EMC

Grid Regula�on

* More technical characteris�cs are avaliable on demand and customized. 

720

2

97.00%

97.80%

98.50%

PV INPUT

1000

180

BATTERY CONNECTION

3L / N / PE   400 / 230

180-950

16 / 16 16 / 16 32 / 16 32 / 16

AC INPUT AND OUTPUT (GRID)

3L/N/PE  380/220;  400/230;  415/240

50/60

<3%@Rated Power

1 ( Adjustable from 0.8 leading to 0.8 lagging )

630*1662*389

97 (Except Ba�eries)

Floor-Mounted

Transformerless

Nautral

35

2000

-25 to 60

0% to 100%

IP65

＜15

WiFi, LAN, 4G, GPRS (op�onal)

2*RS485, DRM, Ripple Control, USB

LCD, App, Website

EPS OUTPUT (WITH BATTERY)

<3%@Rated Power

<1.5 (With EPS Box)

1 ( Adjustable from 0.8 leading to 0.8 lagging )

EFFICIENCY

GENERAL DATA

97.00%

EN 62109-1, EN 62109-2, EN 62477-1

IEC 61000-6-1, IEC 61000-6-3

EN50549-1, C10/11, VDE-AR-N 4105, G98, CEI 0-21

Insula�on Monitoring

Residual Current Monitoring

DC Reverse Polarity Protec�on

An�-islanding Protec�on

AC Short-circuit Protec�on

AC Overcurrent/Overvoltage Protec�on

DC Switch (only for hybrid)

SPD

PROTECTION

YES

YES

YES

YES

YES

YES

YES

DC: Type II, /AC: Type III

STANDARD COMPLIANCE (MORE AVAILABLE UPON REQUEST)

TECHNICAL SPECIFICATIONS


